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 EIP040V0120LSD1L 
LED Driver / 12Vdc Const. / 0,83-3.3A / 10~40W / IP20 

Primary Dimmable with TRIAC Dimmer  

         

   

 

Rated input voltage 220~240VAC 

Input frequency  50/60Hz 

Input current  0,21A max. (@220VAC. Full load) 

Power factor ≥ 0,9 (@240VAC. Full load) 

Output voltage 12VDC   

Output current 0,83A-3,3A (with dimming function)  

Load range 40W max. 

Efficiency ≥ 88% (@230VAC, Full load) 

No load losses ≤ 1W  

Connection typ: screw terminals with cover 

Protection class IP20 

Insulation class Class II, SELV 

Surface temperature (Tc.) +85°C max. 

Operating temperature (Ta.) -10°C~+50°C 

Lifetime ≥ 50000 hours (@ 25°C, Full load) 

Protection short circuit / over load / over temperature 

Standards (Safety) EN 61347-1; EN61347-2-13; EN60598-1; EN60598-2-6 

Standards (EMC) EN55015; EN61547; EN61000-3-2 ; EN61000-3-3 

Certificate & RoHS CE, RoHS (2011/65/EU) 

Recommand dimmer 

* All dimmers from this list we have tested for the basic 

function. Other dimmers besides this list we haven’t tested, 

they may also work with our products. 

rotary dimmer :  BERKER 2875, BUSCH 6523 U, BUSCH 6523 U-102 

GIRA 0307 00, GIRA 2262 00, JUNG 225 TDE, JUNG 225 NV DE 

MERTEN MEG5134-0000 

touch dimmer :  GIRA 2385 00 I00 (System 2000),  

JUNG 1224 LED UDE 


