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Model ML50C-PDV 

DALI Dimmable LED Driver (Flicker free) 

Single output with selectable const. current  

Primary dimmable with PUSH button and DALI 

Secondary dimmable with 1-10V dimmers  

  

 

Input voltage 220~240VAC 

Input frequency 50-60Hz 

Input current 0.26A max.  

Leakage current < 0.5mA (@240Vac) 

Output const. current  

(selectable via DIP switch) 

700mA (6-58Vdc, 4.2-40.6W)   800mA (6-58Vdc, 4.8-46.4W)    

900mA (6-56Vdc, 5.4-50W)   1050mA (6-48Vdc, 6.3-50W)    

1200mA (6-41Vdc, 7.2-50W)   1300mA (6-38Vdc, 7.8-50W)    

1400mA (6-36Vdc, 8.4-50W)    

Power factor > 0.90  (@Full load) 

Efficiency ≥87%  (@Full load) 

No load losses < 0.5W 

Dimming mode primary dimmable with Push and DALI dimmers. 

secondary dimmable with 1-10V. 

Working temperature (Ta) -25°C~+50°C 

Surface temperature (Tc) 85°C max.  

Working humidity 20~90%RH (non condensing) 

Lifetime ≥ 50000 hours (@Ta) 

Isolation class Class I, SELV 

Protection class IP20 

Short circuit protection Protection type: auto recovery 

Over voltage protection Protection type: auto recovery 

Over temperature protection Protection type: auto recovery 

Withstand voltage IN-OUT: 3750VAC/5mA/1 min;  IN-FG/OUT-FG: 1500VAC/5mA/1 min;   

Safety EN61347-1, EN61347-2-13, EN62493, EN60598-1, DIN57710-14 

EMC EN55015, EN61000-3-2, EN61000-3-3, EN61547 

Approvals CE, SEMKO (INTERTEK) 

RoHS compatible Yes 
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